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POCSAG
% Enable Pocsag Decoding ¥ sz 1200 R 2400

I™ Decode function numbers always as default (1=Numeric 2=Tone 3=Tone 4=Alphanumeric)

I™ 1f no acourste guess is possible, display message both 35 numeric and alphanumeric

FLEX
I Enable Flex Decading R 1600 W 3200 ¥ 6400

¥ show Short Instructions I Convert Short Instructions to Text [~

MOBITEX

Frame Syno | Hin. Charactars

Bit Sync. Bitrate.

e
o

Optional information i title bar
[V FLEX / ERMES Cycles & Frames | Rejected / Blocked Messages

General
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¥ Enable filter file output
Lrowse| [eewzei P use date as fename

Columns to be logged to filter/sepfiles
M Capeade ¥ Time F Date ¥ Made W Type W Bitrate ¥ Message

Shaw descriptions

¥ In monitor windaw & monitor lagfile % on 3 new line

I Enable command file

erowse | [CADakuments und Enstellungemyadministre Arguments o 77 xx e %8 5
Genersl
¥ show Tone Only messages. v show filtered messages ONLY in filter window & filtered logfile

I Shaw Numeric messages ¥ Filter Beep / Waviiles (enabled)

¥ Show FLEX Binary / Hex data Default ilter type [POCSAG Riccode v

% Show label colors also in filterwindow ¥ Show CMD/DESC/SEP/etc in filterwindow
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