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File Pager Help

Code and Features Alerts and Status | Prompts Edit |
Frequency
Range Of Frequency |130-180MHz - Frequency Of Pager |1530000 goHz
130-180MHz

POCSAG Signal Baud ¥

i
400-499MHz
~capcode ( Decimal Addrg,g_93omms

Cap #1|1234567 ® oy Fun. Bit |En: gad Priority: QEEEl Disp: ¥EE§ Type:

Cap #2 [1234560  on Fun. Bit |En: [ fgad Priority: QEEEl Disp: FEEY Type:

Cap #3 1234561 o Fun. Bit | En:{Jgag Priority: [ EEEl Disp:[¥EEY Type:[

cap #4 |1234562 1 om Fun. Bit | En:{fgag Priority: QEEel Disp:EENY Type

Cap #5|1234563 1~ oN I Priority Display: |[Rlpha ~| Type:[Mail prop 2 |

cap #6[1234564  on priority Display: |Alpha ~| Type:|Mail prop 3 -]
‘Message Type Status( PG:Personal & Group M:Mail Drop )

PG M1 M2 M3 M4 M5 ME& M7 M8 M9 MA MB ME
Mg Srzue [ I S R EEEEEE
S | History EEEEEEEEEEEEEE®E
Memory(KB) [IE] I BN BB

~Auto Increase 1 After Write

I 1st Capcode Auto Increase I 2nd Capcode Auto Increase





1. Wenn du die GP Produkte programmieren möchtest, „130-180MHz-GP (ROHS)“, bitte vorwählen
2. Wenn du Produkte Nicht-GP programmieren möchtest, „130-180MHz“ bitte vorwählen   
 Du könntest den rückseitigen Aufkleber des Pager überprüfen, wenn es „GP“ auf dem rückseitigen Aufkleber gibt, dann, das es GP Produkte ist
